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Model / TYPe ..ooovvviieeiiieeeeeeeee, :

Grid-tied photovoltaic inverter
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Ratings .....ccoovviiiiiiie H2.5_210 H3_210 H3A_220
H2.5_211 H3_211 H3A_221
500 Vdc Max 600 Vdc Max 600 Vdc Max
Max. Input current: 11A dc for each / 18A
11 A (1 MPP tracker) | 11 A (1 MPP tracker) dc for total (2 MPP
tracker)
Output Voltage: 230 Vac 50 Hz
Nom. Output current: 10.9A 13A 13A
Output power: 2500VA 3000VA 3000VA
Ratings ...ooocoviiieeieee el H4A 220/ H4A 221 H5A_220 / H5A 221
Input Voltage: 30-550 Vdc, 600 Vdc Max 30-550 Vdc, 600 Vdc Max
Max. Input current: | 11A dc for each/ 18A dc for total (2 | 11A dc for each/ 22A dc for total (2
MPP tracker) MPP tracker)
Output Voltage: 230 Vac 50 Hz 230 Vac 50 Hz
Nom. Output current: 17,4 A 22 A
Output power: 4000VA 5000VA
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Modification f Change [ Status Revision

lssuing new report to: 1]

11 Combine previous reports PYDEA70424C15 for models
Hah 220 H4A 221 and PYDE161102C21 for models
H2.5 210, H2.5_ 211, H3_210, H3_211, H3A_220Q,

H3A 221 -

2) Add new models HBA_220 and HSA_221 with new test
data
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