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......... :  Bureau Veritas Consumer
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Applicant's name...................
Address ........uvvvveveveviiiiiiniiininns

......... : Delta Electronics, Inc.
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Test specification

Standard.........cccoeeeviiiiee e : IEC 61727:2004, EN 61727:1995, DIN EN 61727:1996
IEC 62116:2008, EN 62116:2011, DIN EN 62116:2012,
IEC 62116:2014 With India deviation
Test Result : Test items passed.
Certificate........coceevemmrrriiiccceeeenn, : Certificate of compliance
Test report form number .................. . IEC 61727
Master TRF ..o, . Bureau Veritas Consumer Products Services Germany GmbH

Test item description ............

Trademark.......c.ccoovvvivivnnnnnne.

Model / Type ....ceevviveeeiiiiieens

......... . Grid-tied photovoltaic inverter

......... : A hELTd

......... : H2.5_210, H2.5_211, H3_210, H3_211, H3A_220, H3A_221,

H4A 220, H4A 221, H5A_220, H5A_221
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Ratings ....ovveveiiiiieciee e H2.5_210 H3_210 H3A_220
H2.5_211 H3_211 H3A_221
500 Vdc Max 600 Vdc Max 600 Vdc Max
Max. Input current: 11A dc for each / 18A
11 A (1 MPP tracker) | 11 A (1 MPP tracker) dc for total (2 MPP
tracker)
Output Voltage: 230 Vac 50 Hz
Nom. Output current: 109A 13A 13A
Output power: 2500VA 3000VA 3000VA
Ratings ....c.ooovevieiiiceeee e H4A 220/ H4A 221 H5A 220/ H5A 221
Input Voltage: 30-550 Vdc, 600 Vdc Max 30-550 Vdc, 600 Vdc Max
Max. Input current; | 11A dc for each/ 18A dc for total (2 | 11A dc for each/ 22A dc for total (2
MPP tracker) MPP tracker)
Output Voltage: 230 Vac 50 Hz 230 Vac 50 Hz
Nom. Output current: 17,4 A 22 A
Output power: 4000VA 5000VA
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Tasbing Lotation........coccicic. . Bureau Yeritas Consumer Product Services Limited, Taoyuan
Branch
Addrass Mo, 18, Hwa 'fa 2nd Rd. Wen Hwa Tsusn, Kwei Shan Hsiang.

Taoyuan Haien 333 Taiwan
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Manufacturer's nEmM ....cooeeeecee- ¢t Delta Emcironics (Jiarg Su), Ltd.

Factary address R Mo 1683, Jangring East Rd | Wujiang Ecoromic Devglopment one,

Vipang Cily. Jiang Sw Provesa . 215200, PR, China
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